
The Electrolysis Partner

More product  
information

HyLink® Alkaline 22 is Sunfire‘s 10 MW pressurized alkaline electrolysis system of 
the second generation, based on Sunfire’s proven stack technology. The 
system is an established electrolysis solution for industrial green 
hydrogen projects of up to 100 MW and it is already produ-
cing hydrogen commercially in industrial projects across 
Europe in the double‑digit megawatt range.

HyLink® Alkaline 22

10 MW Module 30 bar(g) 67% LHV, DC



Units of the 10 MW Module  

HyLink® Alkaline 22: Pressurized Alkaline Electrolysis 
For Any Industrial Green Hydrogen Project

Pressurized

30 bar(g) pressurized alkaline  
technology for the most cost‑ 
effective green H2 plant setup

Industry-Proven

Proven system and  stack of  
generation two with low  
degradation and high efficiency

Flexible

Grid-compliant and robust 
technology with strong  
operational flexibility 

Power Supply Unit  

	· Highly efficient AC-DC conversion 
	· Grid conformity

Core Electrolysis Unit 

	· 2 x fully pre-assembled, pretes-
ted 5 MW stacks

	· State-of-the art cell monitoring
	· Pre-assembled gas separation 

system

Liquid & Gas Skid

Liquid Skid

	· Temperature  
management 

	· �Electrolyte  
circulation

Gas Skid

	· Gas cooling 
	· ��Gas quality 

analysis

Fleet Control Unit  
Installed in the control  
room at  customer site



General note: Schematic 3D visualizations do not reflect the exact product structure. All specifications refer to HyLink® Alkaline 22. Images and graphics may vary. 
1) Based on dry gas; depending on load point; up to 99.998% after gas cleaning

Hydrogen Production

Hydrogen production 200 kg/h 

Hydrogen purity1 99.8% before gas cleaning

Operating range 20–100% 

Ramp rate 4%/s

H2 output pressure 30 bar(g)

Electrical Efficiency

DC power 10 MW

Total power consumption (AC) 46.4 to 52.2 kWh/kg

Hardware

Mechanical stack lifetime 10 years 

Footprint 10 x 43 m

Pre-Assembled 

Modular 10 MW system design with 
fully pre-assembled and pretested 
stack technology

Long-Term-Service

Comprehensive maintenance and 
digital service offerings for long-
term, highly efficient operation

Technical Specifications

Made in Europe
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1) Expected efficiency of Sunfire‘s third-generation SOEC electrolyzer, assuming 100% steam coverage
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HyLink® SOEC · 10 MW Module

Sunfire has a strong track record in industrial 
electrolysis projects across Europe

HyLink® Electrolyzer Portfolio 

	· Operates at a pressure of 30 bar(g)
	· Verified performance of operating electrolyzers
	· Reliable and proven 5 MW AEL Stack 
	· For continuous operation and/or dynamic load with renewables

	· 37.5 kWh/kg H2 (89%) world record 
efficiency1

	· Constant efficiency and production 
output at plant level throughout 
lifetime

	· More than 30% increase in hydro-
gen production through heat 
integration
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Sunfire offers the industry’s only electrolysis portfolio, combining long proven, highly efficient pressurized alkaline electro-
lyzers for any industrial green hydrogen project with solid oxide electrolysis (SOEC) delivering world leading efficiency in 
applications with available onsite heat.

Pressurized alkaline electrolysis for any 
industrial green hydrogen project

Solid oxide electrolysis for
applications with onsite heat

AEL SOEC

HyLink® Alkaline 22 · 10 MW Module HyLink® Alkaline 23 · 50 MW Module


