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1.General
Purpose of Document
This technical specification was agreed between the Sunfire SE and the 
supplier and serves the definition of general and special quality 
requirements, which result from the fields of application of the products of 
the Sunfire SE.

Changes to the specifications (material, manufacturing process, new 
supplier, etc.) which may affect the specified characteristics shall be 
reported in written form by the supplier and must be approved by Sunfire.

Basic Requirements - Handling Special Load Carrier (SLC)
- Length of fork at least 1.650mm
- High of fork max. 90mm
- Distance between forks at least 300mm
- Minimum load lifting device with load center 850mm: 1.800kg
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2.Handling Describtion
1. Handling pallet with forklift / hand pallet truck:
The pallet may be picked up from all four sides, but only centrally in the 
recesses without skids. Driving into the skids is not permitted.

Figure 1: Permitted handling of the special load carrier using forklift or pallet truck



ID: AD_000085

TE_000003/ 20250925 Page 4 of  6

2. Loading SLC into the truck:
The SLC must always be loaded and unloaded force-fit via the truck side.
Anti-slip mats must be placed under the 4 corners of the SLC.
The SLC must be loaded into the truck with stanchions first.

Figure 2: Side loading and unloading of the special load carrier into the truck using anti-slip mats
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3. Loading SLC:
Secure over the stanchions using lashing straps (shown in red). When 
stacking, ensure that the foot of the upper SLC is securely locked into the 
lower stanchion.

- 1 SLC = 2 lashing straps, each with a minimum of 1,000 daN
- 2 stacked SLC = 4 lashing straps, each with a minimum of 1,000 daN

OR
- 2 lashing straps, each with a minimum of 2,000 daN, over the 

stanchions of the upper SLC

Figure 3: Load securing of the special load carrier using lashing straps over the stanchions
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4. Example:
The load carriers are stacked 1+1 in the truck. Here the load is secured 
over all stanchions (1,000 daN each) - only securing over the upper 
stanchions with 2,000 daN is also accepted.

Figure 4: Example of correct stacking and load securing of special load carriers in the truck


